
Join Zoom Meeting:
https://scaqmd.zoom.us/j/98958443553
Webinar ID: 989 5844 3553
Teleconference Dial‐In: 1‐669‐900‐6833

Phone controls for participants:
*6 ‐ Toggle mute/unmute 

*9 ‐ Raise hand 



 Adopted on July 7, 2017 

 Amended on December 1, 2017 to 
expand the list of toxic air 
contaminants  

 Applies to earth‐moving activities of 
soil containing applicable toxic air 
contaminants designated by either: 
 U.S. EPA, California Department of Toxic 

Substances Control (DTSC), or State or 
Regional Water Board;

 A county, local, or state regulatory 
agency; or

 Executive Officer

 Rule 1466 does not apply to soil 
moving activities that are less than 50 
cubic yards or soil sampling
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 Clarifications are needed for certain 
monitoring, fencing, and stockpiling 
requirements to ensure provisions are 
enforceable

 Enhanced dust control measures for sites 
adjacent to school‐related properties and 
during periods of inactivity

 Enhanced monitoring requirements to 
align with current capabilities in 
instrument technology

 Additional options are incorporated to 
applicable provisions and alternative 
provisions are removed to streamline 
rule implementation

3



 Two Working Group 
Meetings 
 January 14, 2021

 February 5, 2021
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Purpose
 Additional earth‐moving activities were added to 

provide clarity
 Added dredging, earth‐cutting and filling, loading, 
unloading, and mechanized land clearing

Applicability
 Removed effective date for Hazardous Material 

Release sites as the date has passed
 Table I – Applicable Toxic Air Contaminants 

 Added polychlorinated biphenyl (PCB) congener (more 
defined) names to PCBs listed for clarification

 Removed effective date for certain toxic air 
contaminants as the date has passed 

Purpose
 Additional earth‐moving activities were added to 

provide clarity
 Added dredging, earth‐cutting and filling, loading, 
unloading, and mechanized land clearing

Applicability
 Removed effective date for Hazardous Material 

Release sites as the date has passed
 Table I – Applicable Toxic Air Contaminants 

 Added polychlorinated biphenyl (PCB) congener (more 
defined) names to PCBs listed for clarification

 Removed effective date for certain toxic air 
contaminants as the date has passed 
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 PAR 1466 includes new, 
modified, and removed 
definitions  Minor modifications and removal of other definitions 

are to align with modified definitions

•Slag
New 

Definitions

• Chemical 
Stabilizers

• Dust Suppressants
• Earth‐Moving 
Activities 

• School
• Soil
• Stockpile
• Track‐out

Modified 
Definitions
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 Rule 1466 Approved PM10 Monitors

 Installing PM10 Monitors

 Conducting PM10 Monitoring 

 Calculating PM10 Concentration 

 Data Logging and PM10 Calculation 
Failures



Rule 1466 Approved PM10 Monitors
Subparagraph (d)(3)(A) and Paragraph (d)(7)
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 Replaced provision that allows an alternative monitoring method to 
only allow use of a Rule 1466 Approved Monitor [(d)(3)(A)] to 
streamline monitoring method requirements

 Added provision specifying how to request a PM10 monitor to be 
added to the Rule 1466 Approved PM10 Monitor List [(d)(7)]

 Requests for a monitor to be added to the approved list must include:
 A description of the monitor, any accessories and all monitor specifications, 

and 
 Documentation demonstrating each specification listed in Appendix 1 – Rule 

1466 Approved PM10 Monitors

 Replaced provision that allows an alternative monitoring method to 
only allow use of a Rule 1466 Approved Monitor [(d)(3)(A)] to 
streamline monitoring method requirements

 Added provision specifying how to request a PM10 monitor to be 
added to the Rule 1466 Approved PM10 Monitor List [(d)(7)]

 Requests for a monitor to be added to the approved list must include:
 A description of the monitor, any accessories and all monitor specifications, 

and 
 Documentation demonstrating each specification listed in Appendix 1 – Rule 

1466 Approved PM10 Monitors



Installing PM10 Monitors 
Subparagraph (d)(3)(B) 
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 Revised provisions to remove designation of monitors as an “upwind” or “downwind” 
monitor 
 Monitors will still be placed in the upwind and downwind locations based on seasonal prevailing 

wind direction

 Revised provisions to remove designation of monitors as an “upwind” or “downwind” 
monitor 
 Monitors will still be placed in the upwind and downwind locations based on seasonal prevailing 

wind direction Property Line

Area of 
Earth‐Moving 

Activity
Minimum one 
PM10 Monitor

Minimum one 
PM10 Monitor
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 Operation, maintenance, and calibration of PM10 monitors 
as required in (d)(3)(D) may result in different calibration, 
correction, and correlation factors for each monitor
 Removed “calibration” and “calibration, correction, and 

correlation factors” from requirement to use identical PM10
settings to avoid contradictory results [(d)(3)(C)]

 Beginning January 1, 2022, added requirement of 
calibrating date and time of data logged to PST and 
adjusted data logging requirement to every one minute 
[(d)(3)(F)] 

 Existing data logging requirement of every 10 minutes or 
less for data acquisition system (DAS) to continue until 
December 31, 2021 [(d)(3)(E)]

 Operation, maintenance, and calibration of PM10 monitors 
as required in (d)(3)(D) may result in different calibration, 
correction, and correlation factors for each monitor
 Removed “calibration” and “calibration, correction, and 

correlation factors” from requirement to use identical PM10
settings to avoid contradictory results [(d)(3)(C)]

 Beginning January 1, 2022, added requirement of 
calibrating date and time of data logged to PST and 
adjusted data logging requirement to every one minute 
[(d)(3)(F)] 

 Existing data logging requirement of every 10 minutes or 
less for data acquisition system (DAS) to continue until 
December 31, 2021 [(d)(3)(E)]

Conducting PM10 Monitoring 
Subparagraphs (d)(3)(C) & (d)(3)(E)‐(F)



Conducting PM10 Monitoring 
Subparagraphs (d)(3)(G)‐(I)
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Calculating PM10 Concentration 
Subparagraphs (d)(4)(A)‐(C), (d)(4)(G), & (d)(4)(H) 
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Calculating PM10 Concentration 
Subparagraph (d)(4)(D)
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Property Line

PM10 Calculation After 
Wind Direction Change:
• Monitor A (now 
downwind) – Monitor 
B (now upwind)

• 72 µg/m3 – 68 µg/m3

= 4 µg/m3

Area of Earth‐
Moving Activity BA

Prevailing Wind Direction

Before Wind Direction Change

After Wind Direction Change > 90°

Property LineArea of Earth‐
Moving Activity

BA

Wind Direction

72 µg/m3 68 µg/m3

PM10 Calculation:
• Monitor B 
(downwind) –
Monitor A (upwind)

• 70 µg/m3 – 60 µg/m3

= 10 µg/m360 µg/m3 70 µg/m3



Data Logging or PM10 Calculation Failure
Paragraph (d)(5) 
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When a technical issue causes a  
DAS to stop logging data or data 
management software to stop 
calculating PM10 concentrations, 
operator must: 

As soon as possible but no later 
than the end of the next working 
day, have a working DAS or data 
management software, and

Manually record or calculate the 
PM10 concentration every 10 
minutes or less until the DAS or 
data management works again
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 Fencing Windscreen

 Vehicular Movement & Egress

 Stockpiles

 Periods of Inactivity 

 Sites Adjacent to School‐Related 
Properties



Fencing Windscreen
Paragraphs (e)(1)‐(2)

22http://www.championfencing.net/



Vehicular Movement & Egress
Paragraph (e)(4)
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Stockpile Measures
Paragraph (e)(5)
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• Removed height requirement for a stockpile
• No longer needed as there is existing height 
requirement for fencing

• Revised provision for stabilizing or covering 
stockpiles to at all times when work and 
monitoring are not being conducted

• Corrected thickness of plastic to “mil” and allow 
thicker covers 

• Added requirement that covers be free of holes or 
tears to ensure covers are in good condition



• Moved daily inspection requirement of stockpiles to paragraph (e)(12)

Stockpile Inspections
Paragraph (e)(12) 
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• Clarified that the daily inspection of 
stockpiles includes nonworking days
• Inspections on days when no earth‐
moving activities are occurring was 
original intent of daily inspection 
provision 

• Clarified that daily inspection includes 
inspecting labelling on stockpiles

• Separated inspection requirements for 
stabilized and covered stockpiles

• Removed language of immediate re‐
stabilizing of stockpiles or repairing of 
holes or tears in covers 
• Align with stockpile measures of 
stabilization and covering with no holes 
or tears at all times when work and 
monitoring are not occurring

•Moved daily inspection requirement of stockpiles 
from paragraph (e)(5) to paragraph (e)(12)



Periods of Inactivity
Paragraph (e)(11)
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Sites Adjacent to School‐Related Properties 
Paragraph (e)(14) 
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Projects Exceeding 50 yd3 [(f)(1)(A)] Initial Notification Requirements [(f)(1)(B)]

Project Completion Date [(f)(2)(D)] Exceedance Notification Requirements 
[(f)(3)(E)]
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• Added exclusion from signage requirement for when 
the property line and perimeter of the site is not 
visible or not accessible to the public to streamline 
additional signage measures
• Does not apply to school‐related properties or sites adjacent 

to school‐related properties due to 

• Retained provision allowing alternative signage in 
case:
• Signage continues to exceed 48 inches by 96 inches with 

smaller lettering for applicable toxic air contaminants

• Alternate location(s) for installing signage is needed 
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 Added recordkeeping provisions for:
 Inspections of stabilized stockpiles and re‐
stabilization, cover repair, and label maintenance 
activities conducted on stockpiles

 Instrument maintenance activities

 Clarified additional instrument data and calculations 
needed for recordkeeping of wind and PM10
monitoring results

 Added provisions and 
clarified types of data 
needed for existing 
recordkeeping 
requirements to ensure 
enforceability of new and 
existing rule provisions
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Appendix 1 – Rule 1466 Approved PM10 Monitors
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Physical Requirements 

 Removed “volumetric flow 
controller” requirement and added 
that sample pump must have an 
active flow control mechanism 
• Clarifies that monitors be equipped 
with some flow control mechanism and 
excludes monitors with no flow control 
mechanism and passive sampling 
devices

• Added requirement that any external 
tubing used to carry sampled air be 
conductive to minimize particle loss

Performance Requirements

 Added MCERTS certification as an 
option to demonstrate performance 
requirements
• Monitors still need to meet all physical 
requirements

• MCERTS performance standard for 
indicative ambient particulate 
monitors was referenced to develop 
the instrument requirements for Rule 
1466 monitoring
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 Added procedures and 
calculations necessary 
for conducting the intra‐
instrument precision 
test specified in 
subparagraph (d)(3)(H)



Scope of Socioeconomic Impact Assessment 
& CEQA Determination

Scope of Socioeconomic Impact Assessment 
& CEQA Determination
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Next StepsNext Steps
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• Early March, if needed

Additional Working Group Meeting

• March 18, 2021

Written Comments Due

• March 19, 2021

Stationary Source Committee

• April 2, 2021

Set Hearing

• May 7, 2021

Public Hearing



39

For more information, visit: 
PAR 1466 Proposed Rules Web Page

To receive e‐mail notifications for PAR 1466, sign up at: 
www.aqmd.gov/sign‐up

Socioeconomic

Brian Vlasich
bvlasich@aqmd.gov

(909) 396‐2167

Shah Dabirian
sdabirian@aqmd.gov

(909) 396‐3076

Rule Development
Charlene Nguyen

cnguyen@aqmd.gov
(909) 396‐2648

Uyen‐Uyen Vo
uvo@aqmd.gov
(909) 396‐2238

Michael Morris
mmorris@aqmd.gov

(909) 396‐3282

CEQA

Kendra Reif 
KReif@aqmd.gov
(909) 396‐2492

Barbara Radlein
bradlein@aqmd.gov

(909) 396‐2716

General Questions

Susan Nakamura
snakamura@aqmd.gov

(909) 396‐3105


